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INTRODUCTION 

Before using the LB2 Series I/O Modules, read the LB2 User manual.  
 
The Brodersen LB2 modules can be used with RTU32M series. The I/O modules are in two parts, bottom part 
containing the backplane bus, and top part containing the I/O board and logic. All LB2 I/O modules are hot 
plug. 
 
RL02A is a communication module with 2x ethernet ports. The module is plug & Play and support Hot–Swap. 
 

VERSIONS / ORDERING CODES  
Hardware basic version  
Order code: RL02A 
 

Backplane Part 
Description Part Nr. 
BUS module BB01A 

 

TYPE OF COMMUNICATION PORTS  

Ports:    2x Ethernet  
Connector type:   M8 (4 pins) 
 
 

I/O INTERFACE 

  

 RL02A FRONT VIEW 
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MECHANICAL 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
 
 
 

ENVIRONMENTAL CONDITIONS 
 
 

 

 

 

 

 
 

 
 

Mounting DIN 35 

Width 24 mm 

Height 111.5 mm 

Depth 94.5 mm 

Weight 102 grams 

 
 

Ambient operating temperature range -25°C to +75°C 

Ambient storage temperature range -40°C to +85°C 

Marked degree of protection IP20 

Humidity 0...99.8% 

Ventilation Restrictions No 

Pollution degree 2 
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STANDARDS 

EMC:  

-  IEC 61000-6-2: EMC - Immunity standard for industrial environments  

-  IEC 61000-6-4: EMC - Emission standard for industrial environments  

-  IEC 50121-4: Railway applications - EMC - Emission and immunity of the signaling and 

telecommunications apparatus  

Safety:  

- IEC 60950-1: Safety requirements for Information technology equipment 

- IEC 61010-1: Safety requirements for electrical equipment for measurement, control, and laboratory 

use  

Environmental:  

- IEC 60068-2-1: Environmental testing - Cold  

- IEC 60068-2-2: Environmental testing - Dry heat  

- IEC 60068-2-30: Environmental testing - Damp heat, cyclic (12 h + 12 h cycle)  

- IEC 60068-2-78: Environmental testing - Damp heat, steady state  

- IEC 60068-2-6: Environmental testing - Vibration (sinusoidal)  

- IEC 60068-2-27: Environmental testing - Shock 

SAFETY PRECAUTIONS  
- Follow the national safety regulation. (IEC 61010-1)  

- Only skilled persons are allowed to install and operate the modules.  

- Disconnect the input supply while working with power module.  

- Modules should only be mounted in an end-use enclosure which provides protection against fire, 

electrical and mechanical hazards. 

-  If the equipment is used in a manner not specified by the manufacturer, the protection provided by 

the equipment may be impaired. 
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